
 

 

 1 of 1 ITEM NO:  009-82 

 FY-17 

 NAVSEA 

 STANDARD ITEM 

 

      FY-17 

 

     ITEM NO: 009-82      

     DATE: 29 JUL 2011 

     CATEGORY:      I      

                                                                              

 

1. SCOPE: 

 

 1.1 Title: Data Requirements When Installing an Equal Component Vice 

Specified Component; provide 

 

2. REFERENCES: 

 

 2.1 None. 

 

3. REQUIREMENTS: 

 

 3.1 Submit one legible copy, in approved transferrable media, of the 

following data to the SUPERVISOR in each instance when the Work Item allows, 

and the contractor chooses, to install "an equal component" in lieu of the 

component specified by the Work Item.  Provide data to compare the equal 

component to that specified including the following: 

 

  3.1.1 Physical dimensions of each 

 

  3.1.2 Bolting pattern required to install the component 

 

  3.1.3 Power requirements 

 

  3.1.4 Size, location, and type of miscellaneous service connections 

 

  3.1.5 Modifications required for installation 

 

  3.1.6 Comparison of the characteristics, i.e., gallons per minute, 

cubic feet per minute, and temperature ranges 

 

  3.1.7 Submission of the reports shall be 20 days after award of CNO 

availabilities and 2 days after award for other availabilities. 

 

4. NOTES: 

 

 4.1 None. 

 


